





GENERAL NOTES

GENERAL DRAINAGE AND GRADING NOTES

10.

11.

12.

13.

14.

15.

ALL UTILITY LOCATIONS ARE FROM PLANS OF RECORD PROVIDED TO CORNERSTONE ENGINEERING,
GEOLOGY AND LAND SURVEYING PLLC, BY OTHERS AND ARE APPROXIMATE. THE CONTRACTOR
SHALL FIELD VERIFY ALL EXISTING UTILITY LOCATIONS PRIOR TO EXCAVATION. ANY DISCREPANCIES
FROM GIVEN LOCATIONS SHALL BE REPORTED TO THE OWNER, APPROPRIATE UTILITY COMPANY OR
GOVERNMENT AGENCY PRIOR TO COMMENCING WORK. THE CONTRACTOR SHALL NOT SUBMIT NOR
BE ENTITLED TO ADDITIONAL COMPENSATION AS RESULT OF ANY DISCREPANCIES WITH THE
CONTRACT DOCUMENTS. CONTRACTOR SHALL CONTACT DIG SAFELY NEW YORK PRIOR TO ANY
EXCAVATION AT 800—-962—7962. THE APPROPRIATE UTILITY COMPANY OR GOVERNMENT AGENCY
SHALL OPERATE ALL VALVES, AND APPURTENANCES IN THE EXISTING WATER SYSTEM AND SHALL
DO ALL CUTTING, DISCONNECTIONS, ADJUSTMENTS AND RECONNECTION ON OR TO LIVE WATER
MAINS UNLESS OTHERWISE NOTED HEREIN. ON THE PLANS THIS WORK IS LABELED "OPERATION".
THE CONTRACTOR SHALL GIVE THE APPROPRIATE UTILITY COMPANY OR GOVERNMENT AGENCY A
MINIMUM OF 48 HOURS NOTICE, EXCLUDING WEEKENDS AND HOLIDAYS, WHEN SUCH ACTIVITIES
ARE REQUIRED.

ANY COST RELATED TO THE RELOCATION OF ANY EXISTING UTILITIES NECESSITATED BY THIS
PROJECT SHALL BE THE RESPONSIBILITY OF THE OWNER OR THOSE REQUESTING THE RELOCATION
OF THE UTILITY.

ALL PROPOSED UTILITY SERVICES (TELEPHONE, ELECTRICAL, CABLE TV, ETC) SHALL BE INSTALLED
UNDERGROUND FROM THE SOURCE TO THE STRUCTURES.

NO IMPROVEMENTS, FENCES, PLANTINGS, ETC. SHALL BE ERECTED WITHIN THE RIGHT—OF—WAY
LIMITS OF ANY PUBLIC HIGHWAY.

IN THE FUTURE, SHOULD A DRAINAGE DISTRICT BE CREATED, ALL NECESSARY EASEMENTS SHALL
BE GRANTED TO THE DRAINAGE DISTRICT.

ALL DRIVEWAYS ARE TO BE INSTALLED TO NFPA STANDARDS FOR INGRESS AND EGRESS BY
EMERGENCY VEHICLES.

CONTRACTOR SHALL FULLY COMPLY WITH N.Y.S.D.O.T. REQUIREMENTS, INCLUDING "REQUIREMENTS FOR
THE DESIGN AND CONSTRUCTION OF UNDERGROUND UTILITY INSTALLATIONS WITHIN THE STATE HIGHWAY
RIGHT—OF—WAY”, AND REQUIREMENTS FOR DRAINAGE, IMPROVEMENTS WITHIN THE STATE HIGHWAY
RIGHT—OF—WAY.

THE CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS AND APPROVALS FOR CONSTRUCTION ACTIVITIES
THAT OCCUR OFF—SITE OR OCCUR WITHIN EXISTING EASEMENT OR RIGHT-—-OF—WAY AREAS.

ACTUAL FIELD CONDITIONS MAY REQUIRE MODIFICATION TO CONSTRUCTION DETAILS AND WORK
QUANTITIES. THE CONTRACTOR SHALL BID AND PERFORM THE WORK BASED ON THE ACTUAL FIELD
CONDITIONS.

CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS, DIMENSIONS, ELEVATIONS, ETC. IN FIELD AND

NOTIFY THE OWNER'S REPRESENTATIVE OF ANY DISCREPANCIES PRIOR TO THE START OF SHOP
DRAWINGS OR CONSTRUCTION.

THE CONTRACTOR SHALL COORDINATE WORK OF ALL DISCIPLINES (SITE WORK, STRUCTURAL,

ELECTRICAL, ETC.) WITH EACH OTHER, EXISTING CONDITIONS, SPECIAL REQUIREMENTS, CONSTRUCTION
SCHEDULE AND OTHER CONTRACTORS PERFORMING WORK AT THE SITE.

EXCAVATED MATERIAL MAY BE REUSED UPON APPROVAL BY THE OWNER’'S REPRESENTATIVE.

THE CONTRACTOR SHALL OBSERVE ALL OSHA AND OTHER APPLICABLE SAFETY REQUIREMENTS
INCLUDING THE USE OF SAFETY GLASSES, HARD HATS, AND PROTECTION OF AREA WHEN WORKING
OVERHEAD. THE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR CONSTRUCTION SAFETY AT ALL
TIMES.

CONTRACTOR SHALL DESIGN AND PROVIDE ANY TEMPORARY SHORING, BRACING, ETC., AS NEEDED FOR
THE WORK SO AS NOT TO ENDANGER ANY EXISTING STRUCTURAL INTEGRITY OR EXISTING
APPURTENANCES.

CORNERSTONE ENGINEERING, GEOLOGY AND LAND SURVEYING PLLC, SHALL NOT BE HELD RESPONSIBLE
FOR CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES OR FOR SAFETY
PRECAUTIONS OR FOR THE CONTRACTOR’S FAILURE TO CARRY OUT THE WORK IN STRICT ACCORDANCE
WITH THE CONSTRUCTION DOCUMENTS. CORNERSTONE ENGINEERING AND LAND SURVEYING PLLC,
SHALL NOT BE RESPONSIBLE FOR THE ACTS OR OMISSIONS OF THE CONTRACTOR, SUBCONTRACTORS
OR THEIR AGENTS OR EMPLOYEES OR ANY OTHER PERSONS PERFORMING ANY OF THE WORK.

ABBREVIATIONS

1. THE CONTRACTOR SHALL DEWATER THE EXCAVATIONS AS REQUIRED TO MAINTAIN
A STABILIZED SLOPE.

2. UNDERGROUND FACILITIES, STRUCTURES, AND UTILITIES HAVE BEEN PLOTTED
FROM DATA OBTAINED FROM PREVIOUS MAPS AND SURVEY INFORMATION
PROVIDED TO CORNERSTONE ENGINEERING AND LAND SURVEYING, PLLC BY
OTHERS. THERE MAY BE UNDERGROUND UTILITIES, THE EXISTENCE OF WHICH
ARE NOT KNOW TO CORNERSTONE ENGINEERING AND LAND SURVEYING, PLLC.
SIZE AND LOCATION OF ALL UNDERGROUND UTILITIES AND STRUCTURES MUST
BE VERIFIED BY THE APPROPRIATE AUTHORITIES.

DIG SAFELY — NEW YORK MUST BE NOTIFIED AT 1-800-962-7962, A MINIMUM
OF 48 HOURS PRIOR TO CONDUCTING TEST BORINGS, EXCAVATION, AND
CONSTRUCTION.

3. ALL EXISTING SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES, WHERE
ENCOUNTERED IN THE WORK, SHALL BE PROTECTED AT ALL TIMES, AND, WHERE
REQUIRED FOR THE PROPER EXECUTION OF THE WORK, SHALL BE RELOCATED
AS DIRECTED BY THE ENGINEER.

4, NO FILL, EMBANKMENT, OR BACKFILL MATERIAL SHALL BE PLACED ON FROZEN
GROUND. FROZEN MATERIALS, SNOW, OR ICE SHALL NOT BE PLACED IN ANY
FILL OR EMBANKMENT UNLESS APPROVED IN WRITING BY THE ENGINEER.

5. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR DAMAGE TO EXISTING
FEATURES INTENDED TO REMAIN. DAMAGE TO FEATURES TO REMAIN SHALL BE
REPAIRED/REPLACED IN KIND.

SURVMEY NOTES

1. OVERALL EXISTING SITE TOPOGRAPHY DEVELOPED FROM PHOTOGRAMMETRIC
METHODS BY SOUTHERN RESOURCES MAPPING CORPORATION, OF NORTHPORT,
ALABAMA, FROM AERIAL PHOTOGRAPHY DATED MARCH 25 2019.
CORNERSTONE ENGINEERING, GEOLOGY AND LAND SURVEYING, PLLC HAS NOT
RESURVEYED TO VERIFY ACCURACY OF SAME.

2. CONTRACTOR TO VERIFY EXISTING TOPOGRAPHY WITHIN THE PROPOSED LIMITS
OF WORK PRIOR TO BEGINNING CONSTRUCTION ACTIVITY.

3. GRID COORDINATES SHOWN HEREON ARE BASED UPON NAD83 NEW YORK
STATE.

4. ELEVATIONS ARE BASED ON U.S.G.S. VERTICAL DATUM OF 1929 (NGVD29).

5. EXISTING LANDFILL SITE BOUNDARY, GAS AND STORMWATER FACILITY LIMITS
AND TANTALO INACTIVE HAZARDOUS WASTE LIMITS FROM CHA, FACILITY
BOUNDARY MAP/SURVEY CONTROL DRAWING C—4, DATED DECEMBER 15, 2006.
CORNERSTONE ENGINEERING AND LAND SURVEYING, PLLC HAS NOT
RESURVEYED TO VERIFY ACCURACY OF SAME.
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EXISTING INDEX CONTOUR
EXISTING INTERMEDIATE CONTOUR
EXISTING MANHOLE

EXISTING UTILITY POLE

EXISTING SPOT ELEVATION
EXISTING ROAD

EXISTING FENCE

EXISTING WOODLINE

EXISTING BUILDING

EXISTING STORMWATER CHANNEL
EXISTING STORMWATER CULVERT
EXISTING PROPERTY LINE (SURVEYED)

EXISTING PROPERTY LINE (APPROXIMATE)

EXISTING LIMIT PHASES

EXISTING LIMIT OF BASELINER
EXISTING LIMIT OF FINAL COVER
EXISTING LEACHATE FORCE MAIN
EXISTING ELECTRICAL UTILITY
EXISTING TELEPHONE UTILITY
EXISTING LANDFILL GAS UTILITY
PROPOSED LIMIT OF WASTE
PROPOSED INDEX CONTOUR
PROPOSED INTERMEDIATE CONTOUR
PROPOSED LEACHATE FORCEMAIN

PROPOSED PRIMARY
LEACHATE GRAVITY HEADER

PROPOSED SECONDARY
LEACHATE GRAVITY HEADER

PROPOSED LEACHATE SUMP AND SIDERISER
PROPOSED STORMWATER CHANNEL
PROPOSED GAS HEADER

PROPOSED ELECTRIC LINE

PROPOSED UNDERGROUND ELECTRIC LINE

PROPOSED EDGE OF ROADWAY

PROPOSED SPOT ELEVATION

1 — CROSS SECTION/DETAIL ID
2 — CROSS SECTION/DETAIL SHEET LOCATION

PROPOSED CULVERT

PROPOSED DRAINAGE STRUCTURE
PROPOSED SECONDARY PUMP STATION
PROPOSED PRIMARY PUMP STATION
PROPOSED PRIMARY MANHOLE
PROPOSED SECONDARY MANHOLE
UNDERGROUND ELECTRICAL

EXISTING WATER

EXISTING STORM SEWER
EXISTING SANITARY SEWER
EXISTING SANITARY FORCE MAIN
EXISTING CATCH BASIN

EXISTING MANHOLE
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SENECA MEADOWS LANDFILL SHEET N0
SMI VALLEY INFILL
SENECA FALLS, NEW YORK y.

Unautharized alteration or addition to this plan bearing g licensed professional’'s seal is a ROBERT
violation of Section 7209, Sub-Division 2, of the New York Educotion Law. Only copies
from the original of this plan marked with an original professional’s seal shall be
considered to be valid true copies.
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